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Water connections and service points

Solenoid valve

When the Ice Maker is installed to a pressurized water system, the pressure must be at least 

1 bar. With lower pressure the solenoid valve will not work and allow water to enter the Ice Maker.

Filter

There is a water fi lter mounted in the solenoid 

valve water entrance. If bad water fl ow is suspected, 

take off the water hose on the valve and pull out the 

fi lter and clean. Mount again.

Heel angle

Maximum heel angle is 20°. But, remember even 

less heeling will allow water to come out from the ice tray.

Thermostats

Thermostats should normally never be changed! They are pre-set at the factory to the correct settings. 



Ice Maker Ventilation

IMPORTANT!

It is very important that the ventilation for the Ice Maker is arranged in a proper way.

With reduced air fl ow for the ventilation the ice making capacity will be reduced or stopped.

 

The condenser fan is taking in ventilation air at the Ice Maker front grill and passing it out at the rear 

side. Corresponding ventilation ducts or openings must be arranged if the Ice Maker is mounted inside 

a cupboard or behind a closed door. Cold air should enter at the front. coming from below , and warm 

air should leave on the rear side of the Ice Maker and upwards.

A minimum of ventilation openings for air fl ow in and out is 150 cm² respectively.

To improve ventilation it is advisable to mount a ventilation kit containing a fan, ventilation hose and 

hose fi ttings. 

Part no. SBE00094AA. 

The fan and hose kit can be mounted on the rear side to direct the air away from the rear side of the 

Ice Maker and the fan should be electrically connected in parallel with the original condenser fan.
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